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The papers included in the Proceedings were selected in a peer review process and
presented at the 65th annual conference of the ETRAN Society (ETRAN 2021) and at the 8th
international Conference IcETRAN 2021, both held September 8 � 10, 2021 in Stani�i i ethno village,
Republic of Srpska, Bosnia and Herzegovina.

The number of the submitted papers for the ETRAN and IcETRAN conferences was 162 in
total. Peer reviewing was done by 266 reviewers. The average number of reviewers per paper was
2. A total of 141 papers was accepted, presented at the two conferences and published in full in
these Proceedings.

The joint thematic session �Digital Serbia and Republic of Srpska� gathered scientists,
experts, researchers, representatives of universities and governmental representatives who
presented their opinions about the significance and development of information technologies and
artificial intelligence, their role in the economic development and the corresponding changes in the
educational system. Session coordinators were prof. dr. Branko Doki and prof. dr. Milo Toma�evi ,
while the active participants of the session were Mag. Sci Srdjan Raj evi , Minister of Scientific and
Technological Development, Higher Education and Information Society in the government of the
Republic of Srpska, dr. Sa�a Stojanovi , Assistant Minister of Education, Science and Technological
Development in the government of Republic of Serbia, prof. dr. Milo Toma�evi , Dean of the School
of Electrical Engineering, University of Belgrade, prof. dr. Zoran Djuri , Dean of the Faculty of
Electrical Engineering, University of Banja Luka and prof. dr. Bo�idar Popovi , Dean of the Faculty of
Electrical Engineering, University of East Sarajevo.

The coordinator of the special session within the Metrology Section titled �Stochastic
Methods in measurements� was Vladimir Vuji i . The coordinator of the special session within the
Computers and Artificial Intelligence Section titled �What computers cannot do today� was Bo�ko
Nikoli . Within the Power Engineering Section a special session �Electric Power in 21st Century�,
organized by the Power Engineering Board of Serbian Academy of Sciences and Arts (SASA).

The member of the ETRAN Society Board Predrag M. Petrovi was the coordinator of the
plenary thematic session organized as a homage to late dr. Miloljub Smiljani , Fellow of the ETRAN
Society and Secretary General of the Serbian Academy of Engineering Sciences. With the message
�Dear Mi o, admiration and respect with gratitude� the speakers were Predrag M. Petrovi and
academician Dejan B. Popovi , ETRAN Society Chairman.

The ETRAN Society Chairman, academician Dejan B. Popovi was the coordinator of the
plenary thematic session organized as a homage to late academician Ninoslav Stojadinovi , Member
of ETRAN Society Board and a Fellow of ETRAN Society. With the message �We continue to forward
his ideas� the speakers were prof. dr. Danijel Dankovi , academician Dejan B. Popovi , ETRAN
Society Chairman and Bratislav Milovanovi , academician of Serbian Academy of Engineering
Sciences.

We express our special gratitude to the organizers from the Republic of Srpska and our hosts
from Bijeljina who contributed to creating working conditions and a fruitful interchange of opinions,
as well as a critical review of the results within all sections.

Belgrade, October 12, 2021.
Academician Slobodan Vukosavi

Vice Chairman of the ETRAN Society



 

 

Abstract—The design of a rat race directional coupler was 

investigated in the Cadence AWR Design Environment program. 

By using low-pass filters instead of quarter-wave sections, it was 

possible to reduce the size of the device by 82.3%. In this case, 

the following deterioration of frequency characteristics 

occurred: narrowing of the operating frequency band by 19.3%, 

an increase in imbalance, and a decrease in matching. Also, the 

area of the compact double ring coupler was reduced by 84.5% 

while the bandwidth was narrowed by 29.2%. 

 

Index Terms—Filter, miniaturization, stub, coupler. 

 

I. INTRODUCTION 

THE rat race directional coupler functions as a signal 

power divider with two phase differences, 0 and 180 degrees, 

depending on which port is considered to be the input port. 

The topology of such a device consists of four segments, three 

of which have an electrical length of 90 degrees, and the 

remaining 270 degrees. After combining such segments, a 

ring with a length of 1.5 wavelengths per line is obtained. Due 

to the fact that the wavelength and frequency are related, the 

lower the operating frequency of the device, the more area on 

the printed circuit board it will have. Therefore, at low 

frequencies, where the couplers turn out to be cumbersome, 

its miniaturization is actual, with the minimum possible 

deterioration of frequency characteristics. There are a lot of 

options for miniaturizing the spokesmen. Let's take a look at 

just a few. The following approaches are used to miniaturize 

tap-off devices: microstrip cells [1], T-shaped structures [2], 

dual-transmission lines [3], using C-SCMRC resonators with 

distributive equivalent circuit [4], artificial transmission lines 

[5, 10, 14, 15], resonators [6, 7, 13], circular defected ground 

structure [8], shunt-stub-based artificial transmission lines [9], 

multilayer LTCC [11, 12]. In the proposed work, a method is 

considered for obtaining a compact ring coupler by replacing 

all quarter-wave sections with low-pass filters. Also 

considered is a compact double ring coupler, which, due to the 

addition of one more circuit, increases the operating frequency 

band and dimensions. 
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Denis A. Letavin is with the Institute of Radioelectronics and 

Informational Technologies, Ural Federal University, Mira str. 32, 
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II. DESIGN COUPLER 

A circular directional coupler is a type of power divider 
used in microwave technology. Using the Cadence AWR DE 
program and the built-in TXLine calculator, the topology of a 
standard coupler was calculated (Fig. 1). The well-known FR4 
material acts as a substrate material, with ε = 4.4 and h = 1 
mm, and as a central frequency of 1 GHz. The obtained 
frequency characteristics of the coupler in the AWR program 
are illustrated in Figures 2 and 3. The area of the device is 43 x 
91.5 = 3934.5 mm2. 

 
 

Fig. 1. Standard rat race coupler layout 
 

 
 

Fig. 2. S-parameter versus frequency plot for a standard rat race coupler 

Reduced Dimensions Planar Rat Race Coupler 

Design 

Denis A. Letavin and Dusan A. Nesic, Member, IEEE  
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Fig. 3. The graph of the phase difference of the output signals depending on 

the choice of the input port (blue line - 1 input port, pink line - 4 input port) 

 

According to the graphs obtained, it can be seen that the 
operating frequency band of the coupler at the isolation level 
"minus" 20 dB is 320 MHz (824-1144 MHz). The imbalance 
between the output signals of the structure in the frequency 
band does not exceed 1.3 dB. The area inside the coupler is not 
used in any way, which is an additional disadvantage of such a 
device. To reduce the size of the ring coupler, the required 
low-pass filters are initially calculated, which are used instead 
of the quarter-wave sections. For this purpose, a filter is 
calculated for the required wave impedance of 70.7 Ohm, 
which has a phase incursion of 90 degrees at a central 
frequency of 1 GHz. Filters can be implemented in a T-shaped 
or U-shaped circuit (Figure 4). They are completely equivalent 
to each other and can be used with equal efficiency. However, 
in our case, a U-shaped circuit was chosen, due to the fact that 
the extreme capacitive elements can be combined with the 
extreme elements from other filters, which can make it 
possible to more successfully fill the space inside the coupler. 
Low-pass filters can be calculated using the built-in iFilter tool 
in the Cadence AWR software.  

 
Fig. 4. T-shaped and U-shaped low-pass filter circuit 
 
To calculate the ratings of CLC (capacitance - inductance - 

capacitance) elements, it is necessary to know the 
characteristic impedance of the transmission line, the 
parameters of the substrate material, the central frequency at 
which it is necessary to provide a phase shift of 90 degrees. 
After all filters are calculated, they are gradually installed 
instead of the quarter-wave sections of the coupler. The 
arrangement of the filter elements is carried out in such a way 
that there is no electrical contact between the elements of 
adjacent filters. After this procedure, an electrodynamic design 
calculation is performed, and if the frequency characteristics 
are unsatisfactory, then a forced optimization of the coupler 
design is performed in order to obtain the required 
characteristics. The topology of the compact ring coupler is 
shown in Figure 5. The obtained frequency characteristics of 
the compact coupler in the AWR program are illustrated in 
Figures 6 and 7.  

 
 

Fig. 5. Compact rat race coupler 

 

 
 

Fig. 6. S-parameter versus frequency plot for a compact rat race coupler 

 

 
 

Fig. 7. The graph of the phase difference of the output signals depending on 

the choice of the input port (blue line - 1 input port, pink line - 4 input port) 

 

By replacing the quarter-wave sections with low-pass 
filters and using the area inside the device, it was possible to 
reduce the area of the device by 82.3%. In a miniature version, 
the coupler has an area equal to 19.65 x 35.5 = 697.6 mm2. 
According to the graphs obtained, it can be seen that the 
operating frequency band of the coupler at the isolation level 
"minus" 20 dB is 258 MHz (860-1118 MHz). The imbalance 
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between the output signals of the structure does not exceed 1.1 
dB. As a result of the miniaturization of the coupler, the 
operating frequency band was narrowed by 19.3%. The 
differences are primarily due to the incomplete coincidence of 
the characteristics of the quarter-wave sections and the 
elements installed instead of them. From the data in Table 1, 
you can compare the characteristics of the standard and 
miniature coupler. 

TABLE I 
COMPARATIVE DATA OF COUPLER 

 

Parameters Standard Compact 

bandwidth, MHz 320 258 

Area, mm2 3934,5 697,6 

Relative area, % 100 17.7 

Central frequency, 

MHz 
1000 1000 

The phase outputs on 

the central frequency, ͦ 

0 

180 

1.8 

180.3 

 

To increase the bandwidth of operating frequencies, an 

additional circuit is added to the design of the coupler, the 

length of which is equal to the wavelength in the line. To 

increase the bandwidth of the quadrature directional couplers, 

the addition of additional stub lines (cascading) is used. In the 

case of ring (common-phase-antiphase) taps, cascading is also 

used to increase the bandwidth. The dual ring coupler 

topology is shown in Figure 8. A single wavelength loop is 

added to the coupler design, with a characteristic impedance 

of 100 ohms. To further increase the strip, a third and 

subsequent circuit can be added, but this will lead to an 

increase in dimensions and complicate the design of the 

device. Low-pass filters are also asymmetrically designed to 

occupy the internal area of the coupler and further reduce the 

size of the device. The obtained frequency characteristics of 

the compact coupler in the AWR program are illustrated in 

Figures 9 and 10. 

 
 

Fig. 8. Compact double rat race coupler 

 

 
 

Fig. 9. S-parameter versus frequency plot for a compact double rat race 

coupler 

 

 
 

Fig. 10. The graph of the phase difference of the output signals depending on 

the choice of the input port (blue line - 1 input port, pink line - 4 input port) 

 

By adding a loop, it was possible to increase the operating 

frequency band of the coupler to 329 MHz. At the same time, 

the area of the device increased to 977.2 mm2. From the data 

in Table 2, you can compare the characteristics of the standard 

and miniature coupler. 
TABLE II 

COMPARATIVE DATA OF COUPLER 

 

Parameters Standard Compact 

bandwidth, MHz 465 329 

Area, mm2 6302 977.2 

Relative area, % 100 15.5 

Central frequency, 

MHz 
1000 1000 

The phase outputs on 

the central frequency, ͦ 

0 

180 

12 

180  

III. CONCLUSION 

A miniature ring coupler obtained by replacing quarter-
wave sections with low-pass filters is investigated in this work. 
Filter elements are located in the internal space of the device. 
All this made it possible to reduce the area of the coupler by 
82.3% with a relative bandwidth of 25.8%, which is 19.3% 
less than that of a standard device. A double ring coupler was 
also obtained, the area of which is 84.5% less than the area of 
its standard implementation, with a relative bandwidth of 
32.9%, which is 29.2% less than that of a standard device. 
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